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230584 

Discharge Height 0’ 5’ 10’ 15’ 20’ 25’ 30’ 

Gallons Per Minute 92 88 79 70 58 44 26 

Gallons Per Hour 5520 5280 4740 4200 3480 2640 1560 

Submersible pool drain service pump designed to fit inside of a 8” pool drain.  

Horsepower 1/2 HP  

Voltage 120 

Amps 11.4 

Hertz 60 Hz 

Phase Single 

RPM  3450 RPM 

Motor Type Permanent Split Capacitor (PSC) 

Insulation Class A 

Circuit Requirements 15 amp (min) individual circuit 

Duty Rating Continuous 

Shaft Seal Carbon/ceramic and stainless steel 

Motor Shaft Stainless Steel 

Upper Motor Bearing Ball Bearing 

Lower Motor Bearing Ball Bearing 

Motor Protection Auto reset thermal overload protector 

Discharge Size 1-1/4” NPT 

Cord Length 25’  

Cord Type SJTW, UL listed, 3-wire, 18 gauge 

Pump Housing Stainless Steel 

Pump Base Stainless Steel 

Impeller Material Stainless Steel 

Impeller Type Non-clogging  

Gasket Buna-N 

Solids Handling 1/2” spherical 

Liquid Temp. Range 32°- 120° F 

Operation  Non-automatic 

Fasteners Stainless steel 

Max Flow Rate 92 Gallons per minute 

Maximum Head 35 feet 

Max Pressure 10.8 psi 

Weight 15.5 lbs 

Max intake width 5-1/2” 


